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OPTIONS and VARIATIONS

All cleanout options and variations are specified as a PREFIX and/or
SUFFIX letter or number added to the series designation. Below are
the available options.

PREFIXES
Z D.C.C.I. Body and Top
ZB D.C.C.I. Body with Polished Bronze Scoriated Top
ZN D.C.C.I. Body with Polished Nickel Bronze Scoriated Top
ZS Type 304 Stainless Steel
ZAB Bronze Body with Polished Bronze Top
ZANB Nickel Bronze Body with Polished Nickel Bronze Top

SUFFIXES
–A Raised Head Cleanout Plug
–AR Acid Resisting Epoxy Coated Finish
–BP Bronze Plug
–C Clamp Collar
–CF Carpet Flange Cover
–CH Cleanout Access Housing
–CM Carpet Marker
–CP Chrome Plated
–DC Duresist Cover
–DX Round ZB or ZN Top with Dex-O-Tex Flange 
–G Galvanized Cast Iron
–HC Hinged Cover
–HD Heavy-Duty Top
–HH Handle Hole
–IN Internal Cleanout
–K Anchor Flange
–KC Anchor Flange with Clamp Collar
–LM Less Internal Mixing Valve Assembly
–PW Plug Wrench
–SC Scoriated Cover
–SG Solid Gasketed Cover
–SL Screws Longer than 3-1/2"
–SM Special Marking Stamped on Top
–ST Smooth Top
–SW Spanner Wrench
–T Square Top
–TX Square Top Recessed for Tile (ZB or ZN only) 
–VP Vandal-Proof Secured Top
–X Round Top Recessed for Tile (ZB or ZN only) 
–Z Round Top Recessed for Terrazzo
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